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Press Braking

Capacity up to 10000r % 1000 tonne

Cold Rolled Forming

UK leading cold rolled sections manufacturer

Fabrication

Large complex, or intricate repeat fabrications
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Did you know?

Qur Core Services

Laser Cutting

Using a 6000 x 2000 LVD laser & a 4000 x 2000 Trumpf

laser

Turret Punching
40 Station 30 tonne & 26 station 40 tonne machines

Press Braking
Capacity up to 10000mm x 1000 tonne

Cold Rolled Forming
UK leading cold rolled sections manufacturer

Fabrication
Large complex, or intricate repeat fabrications

Milling

Cur new additions of a VM20i & a VM30i 3 axis milling machines
supplied by Hurco enables us to provide machine components
using quality tooling supplied by Matrix and manufactured by
Walter tooling.

Turret Punching

Our 45 station Amada turret punch can accommaodate sheet
sizes up to 4000mm x 1250mm.

Cold Rolled Forming

Cold Rolled Forming is an accurate and highly efficient
production method of forming profiles in large guantities. Itis a
process that passes strip material through a series of rollers
each forming the material a little more than the last to produce
a desired shape.
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Cur CHNC band saw is used to cut hot-rolled sections and tubes

to size. Whether this is for our own fabrication or to cut your

free-issue material to length is another dimension to the range
f services we can offer,
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Key Points

Reach: 6000 ¥ 1200mm or 3500 %
2400mm

Repetitive accuracy: 0.1mm
Consistent quality welds

Cost saving on production runs

Robotic Welding

Our new addition of two UR10 E robotic welders, supplied by
Migatronic, enables us to provide a streamlined workflow and
enhancing efficiency with the aid of the Miga smart tool which
simplifies programming directly on the robot. This combination
of speed, accuracy and user-friendly features makes it an
outstanding choice for precise and effective welding tasks.




Our new additions, a VM30i and a VM20i 3 axis milling
machines supplied by Hurco enable us to provide high quality
machined components.
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New to offer!

Key Points

> Table working surface (mm): 1300 x 508

> CAD /CAM programming facilities




Key Points

All decking manufactured in house
Mild Steel: Up to 5mm thick
Stainless Steel: Up to 3mm thick
Aluminium: Up to 5Smm thick

Small or Large Batches

CAD/CAM programming facilities

Punched Decking

All of our punched decking can be made in one piece up to 4m long and
fabricated decks can measure up 15m. All of our Aluminium and Stainless steel
Punched decks are manufactured in a dedicated clean area so we minimise
carbon contamination on any deck that is open to the elements. Blaggs can
manufacture sheet steel decks or large car transporter beds all bespoke to your
design, we are the go to company for all your Punched Decking requirements.
Blagg and Johnson can offer a variety of finished surfaces on all punched decking
we produce. This includes self-colour, galvanised, wet spray painted and powder
coated. This reduces double handling of any deck as they will come to you ready
to be bolted or welded to the frame or chassis of your finished product. For any
questions or enquiries, please do not hesitate to Contact Us.

Materials dependent on your application
« BS EN 10025 S275JR

BS EN 10088 SS304

BS EN 10149 S460MC

BS EN 573-3:2009 Alu5251




BS EN ISO 9001 : 2015 APPROVED
EN 1090-1:2009+A1:2011 APPROVED

SOLIDWORKS 3D CAD

6 kW FIBRE LASER CUTTING MACHINE
6000mm x 2000mm BED SIZE
25mm Mild Steel : 20mm Stainless Steel : 30mm Aluminium

5 kW LASER CUTTING MACHINE
4000mm x 2000mm BED SIZE
25mm Mild Steel : 20mm Stainless Steel : 12mm Aluminium

CNC PRESSBRAKES

10000mm x 15mm
6000mm x 15mm
4200mm x 8mm
4000mm x 15mm

PUNCHING
ONE 26 STATION, 40 TONNE CNC TURRET PUNCHING MACHINE,
CAPABLE OF HANDLING 6000mm x 1250mm BLANKS

WELDING
MANUAL & ROBOTIC WELDING
MIG : TIG : SPOT : ARC : TRACK

2Xx COLD ROLL FORMING LINES
MAX STRIP WIDTH 400mm x 5mm THICK
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